Refer to door leaf installation instructions fortaked information
Frame Manufacturer Logo

This fire door frame is compatible with
CERTIFIRE certificated, single leaf,

single acting, FD30s of maximum leaf size
000 x 000 manufactured by:
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Fill frame to wall
gap with mineral

1. Frame Dimensions

Only Install as
Single Leaf,
Single Acting,
FD30

10 max fibre or
Grooved for 15mm x 4mm intumescent seal intumescent foam
Door leaf
00
Wall
Frame
<+——>
Door Leaf 00

All dimensions are in mn

2. Frame Fixing & Hinge Positions

3. Intumescent Seals

Only “Zertifire
smoke and acoustic seals can be use

FD30S

approved Intumescent,

0

A
See door leaf
installation

instructions for

instructions on 6 frame to

wall fixings

required on

each side

B

NEVER TRIM TOP
EDGE OF DOOR

LEAF

See door leaf installation instructions for dimensi A, B, C & D

4. Ironmongery & Glazing

Please refer to the door leaf installation instruabns
for the dimensions and fixing positions of closers,
hinges, locks, latches and the allowance of glazing

Compatibiliy of
these products is

essential for a
fire door to
achieve its rating
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Never remove this tamper evident lab

from top edge of the door leaf or head of door ftam

and glazing systems. Hinges, locks an
latches must be CE marked

EIlOnIy use~YZertifre  approved door clos
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